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The schematic diagram in this document may differ from the actual product of the
OptiXstar F1001-AC (F1001-AC or Optical Gateway for short).

Port/Button Silkscreen Description

AC power
port

100–
240V;50/60Hz;2.0A

Connects to the 100 V/240 V AC power
supply.

Grounding
point

Grounds the device.

Downstream
optical port

PoF1 to PoF8 Provides eight XC/UPC ports. The built-in
power adapter is connected to the power
over fiber (PoF) cable to supply power to
the downstream ONU and transmit optical
signals.
NOTE

PoF refers to the PoF cable with an output
voltage of 56 V. Take care.
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Port/Button Silkscreen Description

Reset button Reset ● Restarts the system if you press and
release the button.

● Restores the device to its factory settings
and restarts the device if you press and
hold the button for more than 10
seconds and release it.

NOTE
● Restoring the factory settings will clear user

configuration data. Exercise caution when
performing this operation.

● Exercise caution when pressing the reset
button. After the device is restored to its
factory settings, Internet access may be
unavailable. If so, contact the service provider.

Upstream
optical port

Uplink-PON Supports XG-PON upstream transmission.

Upstream
GE port

WAN/LAN1 Supports Ethernet GE upstream
transmission.

Downstream
GE port

WAN/LAN1 to
LAN4

Supports an adaptive port rate of 10 Mbit/s,
100 Mbit/s, or 1000 Mbit/s. The WAN/LAN1
port can be used as a WAN port.

Downstream
optical port

PON1 to PON16 Provides 16 SC/UPC ports to implement
downstream access with ONUs.
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