
6 Cable Connection

Figure 6-1 Cable connection

Table 6-1 Cable connection

No. Port Description

1 Power
port

When the device uses the DC power supply, use a power
adapter for power supply; otherwise, the device may be
damaged.

2 Downstre
am GE
port

When the GE port is used as a user-side port, connect it to
a PC using an Ethernet cable.
When the GE port is used for GE upstream transmission,
connect it to the upstream device using an Ethernet cable.

3 Upstream
optical
port

This port is an XC/UPC port, which is connected to a PoF
cable for GPON upstream transmission.
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NO TE

The F600C-30-1GH can be powered in either of the following modes:
● Connecting to a PoF cable: Use the PoF cable for data transmission and power supply.
● Connecting to a power cable and a PoF cable: Use the power cable for power supply

and use the PoF cable for data transmission. Convert the upstream XC/UPC terminal to
the SC/UPC terminal and connect it to the corresponding optical port.

When connecting a PoF cable, refer to Figure 6-2. To remove a PoF cable, press
the button as shown in Figure 6-3 and remove the PoF cable.

NO TE

For details about the restrictions on the power supply distance of a PoF cable, see the
corresponding cable description.
When connecting a PoF cable, ensure that the cable is inserted in the correct direction. Do
not frequently insert and remove the cable.
The PoF output voltage is 56 V. Exercise caution when using the device.

Figure 6-2 Connecting a PoF cable

Figure 6-3 Removing a PoF cable
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Pay attention to the following points when bundling the cables:

● Different types of cables must be separately routed with the minimum
spacing of 30 mm and cannot be entangled or crossed. Cables should be
parallel or separated using dedicated separators.

● The cables must be bound tightly and neatly, and the cable sheaths must be
intact.

● Cable ties must be bound neatly facing the same direction, and those at the
same horizontal line must be in a straight line. Cable tie tails should be cut
smoothly and evenly.

● After cable installation, labels or nameplates must be attached to the cables.
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